
Create the space
with a Lightweight Masonry Fireplace

you’ve dreamed about

Modular Pre-Cast Fireplace Systems



At Artisan Series by CAPO Fireside, we use the fi nest aggregate materials
available to build our lightweight modular concrete fi replaces. One of the
main ingredients is pumice,a naturally fi red volcanic rock with tremendous
strength. Its lightweight attributes are second to none, and because of its
pre-fi red beginnings, pumice retains heat better than any natural
aggregate available.  The best sources for USA pumice are in the
western states, convenient to Artisan Series by Capo Fireside
California-based production facilities.

Pumice is formed when gas-rich, frothy magma rapidly cools,
creating air pockets that contribute to its remarkable
lightweight properties.



Why Artisan Series?
• Lightweight construction with multiple sizes available
• Best fit and finish in the industry
• Available for indoor, outdoor, wood burning, natural and propane gas systems
• Approved for multi-story and combustible wood floor installations
• Dynamic thermal efficiencies, with the highest resistance strength at 28 days
• Tested to UL127 safety standards using UL103 chimney components
• Wide variety of brick liner color choices and patterns
• Limited lifetime warranty
• Made in USA of all USA sourced materials

The benefi ts are indisputable

26%
STRONGER

Best Strength-to-Weight Ratio

50%
LIGHTER

Creates Installation Flexibility

100%
USA MADE

Proudly made in the USA

100+
YEARS

Recreating the tradition of the hearth and the elegance & romance of the Á ame, Artisan Series by CAPO Fireside captures the 
essence of the fi replaces masonry artists have been crafting for centuries.  And, with a proven history of superior quality, light-
weight fi replaces for indoor and outdoor projects, it’s no wonder Artisan Series by CAPO Fireside is one of the industry leaders of 
modular concrete fi replaces. 

With the help of ICC-ES, Artisan Series by CAPO Fireside developed the structural testing and performance criteria (AC375) that would 
comply with the International Building Code (IBC), the International Residential Code (IRC) and the International Fuel Gas Code (IFGC).  
This allows building officials throughout the US to confirm that Artisan Series by CAPO Fireside fireplaces meet these stringent codes.

100+ Years
of Hearth Experience



Wood & Gas
Invite warmth into your homeour home



• All fireplaces are for indoor and outdoor applications
   - Wood and gas burning
• Modular kits are available for standard and fully-custom units

• All standard kits include mortar, t-bar for lintel, and re-bar
• Quality fit and finish
• Lightweight design with the strength of 3500 PSI
   - Reduce labor costs
   - Reduce assembly time down to 2 to 3 hours
• Optional firebrick
   panels available

   - 20 to 30 minute installation
• ANSI Z21 compliant; UL & ULC
   tested and listed
• Glass door tested and listed
• EPA Phase II qualified-patented
  PureBurn™

Modular Pre-Cast Fireplace Systems
Since 1978, CAPO Fireside has been a premier provider of traditional and contemporary lightweight masonry fi replaces costing 
up to 50% less than hand-built masonry fi replace alternatives.  Architects, designers and homeowners have all experienced the 
benefi ts of our fi replaces and we understand that Astisan Series by CAPO Fireside can transform a house into a home.



Custom Systems
The possibilities are endlesse endless



To learn more about our custom capabilities,
please visit us at www.capofireside.com

• Fully customizable fireplaces meeting NFPA 211
 requirements
• Wood burning, gas burning and vent free options available
• Single-sided, see-thru, corner, 3-sided and 4-sided options
• Linear fireplaces available in standardized sizes
• Alpine burners for Linear fireplace line
• Square sides available for a 90° option
• Power exhaust fans available for difficult flue systems
• Alternative media including: Glass, Geometric Shapes,   
 Custom Sculpture, Fire Balls

Custom Fireplace Systems
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Vent-Free Systems

•  Limited Lifetime Warranty 
• Made in USA of all US sourced materials
• Lightweight construction with multiple sizes available
• Best fit and finish in the industry
• Dynamic thermal efficiencies, with the highest resistance strength at 28 days

Masonry fi replaces add value and elegance to your home. Using a Artisan Series Vent-Free fi replace also provides warmth and
beauty to any room in your home without taking up valuable real estate for a chase and chimney. 

• Easy installation 
• Convenient, no-mess operation
• Requires zero clearance to combustibles
• More radiant heat
• Clean and environmentally friendly
• Approved with any ANSI Z21.11.2 approved gas log set* and vent-free burners
  for contemporary media
• Maximum BTU’s for indoor application - 39,000; outdoor - 50,000 
• Standard sizes: 39”, 44”, 49”; see through and custom kits also available

Indoor vent-free fi replaces are approved across the USA in over 45 states.

* Please check your local jurisdiction restrictions.
* Vent free log sets not included

To learn more about our Vent-Free line, visit us at www.capofireside.com

Unique Features



To learn more about our B Vent & PureBurn line, visit us at www.capofireside.com

B-Vent Systems
Light up your living space with a Artisan B-Vent fi replace.
Complete with realistic logs, a remote control and safety features, 
it’s the perfect alternative to wood burning.  Add our optional 
firebrick panels to complete your authentic masonry fi replace.

• Clean and environmentally friendly
• Smaller flue sizes
• Base allows for zero clearance
• Safety shutoff feature for fail-safe operation
• Standard sizes: 39”, 44”, 49”, 43” see-through; custom kits
 also available
• Includes premium quality realistic gas logs designed to
 replicate the natural beauty of wood

PureBurn™Systems
With air quality regulations becoming more restrictive, we’re pleased
to introduce our PureBurn™ clean burning fi replace. The specially
designed PureBurn™ burner system uses natural gas or propane to assist 
the wood-burning process .The result?  Your masonry fi replace will burn 
cleaner than ever before. If your local building codes require an EPA Phase 
II qualifi ed fi replace, we have the one for you - PureBurn™.

• EPA Phase II qualified
• Dual fuel fireplace system
• Patented design - Patent No.: US D725,258 S
• Electronic ignition offered for safety
• No catalytic converter necessary
• Available for use in AS33, AS39, AS44, AS49, and AS63 models



Outdoor Living

Create the perfect space
             with an outdoor fi replaceeplace



Wood Fired Pizza OvenFireplace

Outdoor Fireplace Kits
Artisan Series lightweight outdoor fireplace kits help you realize your 
dream of having an outdoor fireplace without major building infra-
structure reinforcement.
• Standard fireplace sizes from 33” to 63”, 43” see-through
• Custom sizes and shapes available
• Complete patio kits available
• Superior fit and finish
• Easy installation 

Wood Fired Pizza Oven
The perfect addition to your own outdoor kitchen, the Artisan Pizza 
Oven is easy to install and use. You’ll be cooking your own amazing 
pizzas from the privacy of your backyard in no time
• Wood burning only
• Available in two easy to install sizes - 18” and 24” openings
• Firebrick base and panels included
• Optional wood storage and powder-coated steel door available

Create the outdoor living space of your dreams with Artisan Series by CAPO Fireside hearth
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their dream of installing true masonry products without the cost and
complexity of traditional masonry construction.



Specifications

Easy Installation No mess installation means lower costs and faster completion time

1. Installing base and fi rst course 3. Easy to build smoke dome2. Starting the smoke chamber 4. Finishing with the dome top 5. Finished Artisan in under 2 hours

WOOD BURNING AS33 AS39 AS44 AS49 AS63 AS43
Finished Opening Width 30” 36” 41” 46” 60” 40”
Finished Opening Height 22.5” 30.5” 30.5” 30.5” 30.5” 24.75”
Finished Opening Depth 21.5” 21.5” 21.5” 21.5” 21.5” 28”
Total Unit Height 54.5” 62.25” 62.25” 62.25” 70.25” 62.25”
Footprint 37” X 28” 43” X 28” 48” X 28” 53” X 28” 67” X 28” 53” X 28”
Weight 1091 Lbs. 1371 Lbs. 1529 Lbs. 1635 Lbs. 2055 Lbs. 1423 Lbs.
Flue Diameter- Class A 12” ID 12” ID 12” ID 14” ID 16” ID 16” ID

WOOD BURNING AS72 AS84 AS96 AS108 AS120
Finished Opening Width 72” 84” 96” 108” 120”
Finished Opening Height 30.5” 30.5” 30.5” 30.5” 30.5”
Finished Opening Depth 21.5” 21.5” 21.5” 21.5” 21.5”
Total Unit Height 54.5” 62.25” 62.25” 62.25” 62.25”
Footprint 85” X 28” 97” X 28” 109” X 28” 121” X 28” 133” X 28”
Weight 2325 Lbs. 2750 Lbs. 3175 Lbs. 3325 Lbs. 3675 Lbs.
Flue Diameter- Class A Two 12” ID Two 14” ID Two 14” ID Three 12” ID Three 14” ID



* Dimensions are nominal due to grout differences.

B VENT        ASG39 ASG44 ASG49 ASGST43
Finished Opening Width  36” 41” 46” 40”
Finished Opening Height  30.5” 30.5” 30.5” 24.75” 
Finished Opening Depth  21.5” 21.5” 21.5” 28” 
Total Unit Height 62.25” 62.25” 62.25” 62.25”
Footprint 43” X 28” 48” X 28” 53” X 28” 53” X 28” 
Included Burner Width  24”  24” 30” 30”
Included Burner BTU’s (Natural Gas) 60,000 60,000 80,000 80,000
Included Burner BTU’s (Propane)   60,000 60,000 80,000 80,000
Weight with Burner 1668 Lbs. 1826 Lbs. 1987 Lbs. 1726 Lbs.
Flue Diameter- B-Vent 10” ID 10” ID 10” ID 12” ID

Clearance to Combustibles  0” 0” 0” 0”

VENT FREE ASGVF39 ASGVF44 ASGVF49 ASGVFST43
Finished Opening Width  36” 41” 46” 40”
Finished Opening Height  30.5” 30.5” 30.5” 24.75” 
Finished Opening Depth  21.5” 21.5” 21.5” 28” 
Total Unit Height 46.75” 46.75” 46.75” 46.75”
Footprint 43” X 28” 48” X 28” 53” X 28” 53” X 28” 
Weight 1268 Lbs.  1426 Lbs. 1537 Lbs. 1306 Lbs.
Clearance to Combustibles  0” 0” 0” 0”



     

Unlimited Brick Liner Options

Brick Liner Sample Patterns

Brick Liner Sample Colors
Color selections are not exact and may vary in tones and texture. Not all pictured samples are true
firebrick, color options display, design options, consult with your CAPO Fireside Hearth Expert
when selecting interior brick liner.

To complete your indoor or outdoor installation, Artisan Series offers a comprehensive line of optional 
accessories. From masonry accessories to our metal chimney to brick panels, we’ve got you covered.

 YELLOW EBONY BEIGE GRAY ANTIQUE PEACH ANTIQUE OCHRA
 DARK IRON CREAM ROSE RED MOCHA TUMBLEWEED IVORY

Herringbone Split Herringbone Split Split-Herringbone Running Bond Split Running Bond Split Split-Running Bond



Outside Air Kit

Enervex Exhausto Fan

Air-Cooled
Duravent Metal Chimney

Mortar

Gas Logs

Crushed Glass and other 
Contemporary Media

Linear Burner

To complete your project, Artisan can assist you
with after-market products including glass doors,
screens and other fi replace accessories.

Although high-temp mortar (50LB or 55LB
bucket) is included with every Artisan fireplace
kit and chimney kit, we offer it separately for
those projects that require just a little extra.

In the continued spirit of partnership, 
we offer the Golden Blount Alpine 
Burner for a contemporary alternative 
to gas logs or burning wood. 
Spark-to-Pilot Valve (STP).

Available in several colors and varieties, 
ourbeautiful glass and other media is a 
greatalternative to gas logs.

All our fireplace kits are approved for 
gas logs.We have partnered with R.H. 
Peterson for our B-Vent fireplaces. All 
B-Vent fireplaces come complete with 
realistic logs, a remote controland safety 
features.

Because homes are being built so tight, many 
jurisdictions are requiring additional outside 
air to make up for negative air pressure. For 
convenience, the kit comes pre-drilled for 
this application.

Also designed to help with negative air pressure, 
exhaustos are used for the more challenging 
drafting issues such as see-throughs and short 
chimneys. 

Artisan is approved with any UL103 listed 
metal chimney. For your convenience, we 
have partnered with Duravent-available in kits 
or individual pieces.



26401 Via de Anza  •  San Juan Capistrano, CA 92675
 Tel: 949.364.5118  •  Fax: 949.364.5478

www.artisanseriesbycapofireside.com

U.S. factory built & code compliant

ESR-2401

Materials, specifi cations and warranties subject to change.
Please check our website or contact us directly is you have any questions. 

©2017 Artisan Series by Capo Fireside 

FAQ-Frequently Asked Questions:
The Artisan Series by CAPO Fireside
 has Answers!
 
Q Have Artisan Series Fireplaces been tested and are they safe?
A Yes. The Artisan Series has been tested to UL Standard 127. The Artisan Series is listed with PFS Testing Agency, ICC (International
 Code Council) and a high degree of quality control measures are implemented in the manufacturing process to assure safety.

Q Can the fireplaces be installed on a wood floor?
A  Yes. The UL underwriting requires a “Safety Heat Shield” be installed on combustible floor or a structural concrete block platform
 may be used. * When installing on wood framed floor a structural engineer should be consulted*

Q Are Outside/Exterior Combustion Air Kits mandatory?
A No. Always check with local building departments for specific requirements and approvals.
 The Artisan Series operates with or without outside/exterior combustion air, but is recommended.

Q Does the Artisan Series require firebrick inside the combustion chamber?
A Yes. The Artisan Series by CAPO Fireside supplies fire brick panels with the widest selection of colors and patterns available in
 the industry. The brick liner is an integral component of the underwriting process & assembly.

Q What types of flue systems are available on the Artisan Series?
A  The Artisan Series has been test, listed and approved with masonry and UL-103-listed metal/mechanical flue systems by a wide
 variety of manufacturers. The flue systems are volume engineered to the various sizes of openings offered by the Artisan Series. 
 The maximum test flue runs is 80 feet. The minimum system height is 14 feet on a straight vertical system and 17 feet with a
 single pair of offset elbows. *Always consult with your CAPO Fireside Hearth Expert to confirm your flue system installation.
 




